LN500A/LN500W SYNERGIC DOUBLE PULSE

The synergic function selects the appropriate welding parameters itself when any
of the material types, material thickness, shielding gas type, wire speed, or current

values are selected.

The advanced pulse system provides spatter-free welding without deforming the
workpiece. It is suitable for welding aluminium, stainless steel, and carbon steel.

LN500A SYNERGIC DOUBLE PULSE
Stock Code: NMIMSA50002

LN500W SYNERGIC DOUBLE PULSE
Stock Code: NMIMSW50002

Technical Parameters

System Voltage 3 phase 380V 50Hz
Input Power 22 kVA (LN500W)
Current Adjustment Range 40A - 500A
Open Circuit Voltage 85v
Voltage adjustment range 15V - 42V
500A, %30
Duty Cycle (MIG mode, 40°C) 400A, %60
330A, %100
Weight 107.4 + 15.4kg LN50OW

86.4 + 15.2kg LN500A
Protection Class IP21S

N L

Warranty 2 years

MIG Torch LN500W 3 mefers (water)
MIG Torch LN500A 3 meters (air)

Gas regulator 1 piece argon

CO2 Heater 1 piece opfional
Chassis Cable 3 meters (70 mm?)
Power cable 3 mefers (4x4 mm?)
Interconnect cable 5 meters

Trolley Standard

LN500A Synergic Double
Pulse

LN500W Synergic Double

Pulse



